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ZIBO DOUBLE EGRET THERMAL INSULATION CO.,LTD
CCEWOOL THERMOMAX INC.

MATERIAL SAFETY DATA SHEET
CCEWOOL® ROCK WOOL

PRODUCT NAME: ROCKWOOL
OTHER NAMES: ROCKWOOL, MINERAL WOOL, MINERAL FIBRE, INSULATION
WOOL, SECTIONAL PIPE INSULATION, BUILDING BATTS AND

BLANKETS
MANUFACTURER’S PRODUCT CODE: NOT APPLICABLE
UN NUMBER: NONE ALLOCATED
DANGEROUS GOODS CLASS & SUBSIDIARY: NONE ALLOCATED
RISK:
HAZCHEM CODE: NONE ALLOCATED
POISONS SCHEDULE NUMBER; NONE SCHEDULED
USE: THERMAL AND ACOQUSTIC INSULATION, INCLUDING FIRE

PROTECTION AND ENERGY CONSERVATION. USED IN
HOMES, PUBLIC AND COMMERCIAL  BUILDINGS,
WAREHOUSES, INDUSTRIAL AND PETROCHEMICAL PLANTS,
MOTOR VEHICLES, SHIPS, PUBLIC TRANSPORT, POWER
STATION AND WHITEGOODS. ALSO USED AS A HYDROPONIC
HORTICULTURAL PRODUCT.

PHYSICAL DESCRIPTION/PROPERTIES:

APPEARANCE: A MATT OF GRAYISH FIBROUS MATERIAL RESEMBLING
WOOL. IT IS SUPPLIED IN DIFFERENT SHAPES AND SIZES
PACKED IN PLASTIC BAG IT MAY BE RIGID OR FLEXIBLE. IT
CAN BE SOFT BLANKET OR RIGID BOARD AND PIPE SECTIONS
TO MEET SPECIFIC PURPOSES

MELTING POINT: (C)  >1000

VAPOUR PRESSURE: NOT DETERMINED

SPECIFIC GRAVITY(H20=1) NOT APPLICABLE

FLASHPOINT: NOT APPLICABLE

FLAMMABILITY LIMITS: NOT APPLICABLE

SOLUBILITY IN WATER: NEGLIGIBLE

ODOUR THRESHOLD: USUALLY ODOURLESS BUT MAY HAVE FAINT AMINE
ODOUR

INGREDIENTS:

CHEMICAL NAME AS NUMBER: PROPORTION:

ROCK AND BLAST FURNACE SLAG MELT - >95%
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HEAT CURED UREA MODIFIED PHENOL- 25104-55-6 <5%
FORMALDEHYDE RESIN

SOLVENT REFINED MINERAL OIL - <2%
OTHER PROPERTIES:

RONDED ROCKWOOL CONSISTS OF 60-70% FIBRES AND 30-40% UNFIBERISED
PARTICLES. THE FIBRES ARE MADE TO TARGET DIAMETERS OF 4.5 TO 5.5 MICRONS,
BUT MAY RANGE FROM <I1.0 TO 20.0 MICRONS. THE FIBRES AND PARTICLES ARE
AMORPHOUS (NON-CRYSTALLINE). THE RESIN AND SOLVENT REFINED MINERAL
OILS BIND THE FIBRES AND PARTICALES TOGETHER AND MINIMISE THE RELEASE
OF DUSTS. THE FINAL PRODUCT CONTAINS LESS THAN 0.1% FREE
FORMALDEHYDE AND PHENOL. THE CURED RESIN IS STABLE AND WILL REMAIN
INTACT FOR THE LIFE OF THE PRODUCT UNDER NORMAL ATMOSPHERIC
CONDITIONS.

HEALTH HAZARD INFORMATION

NOTE: BONDED ROCKWOOL INSULATION, ONCE INSTALLED IS NOT A SOURCE OF
DUST AND DOES NOT CAUSE ANY HEALTH EFFECTS.

HANDLING, INSTALLING OR REMOVING THE PRODUCT MAY RESULT IN SOME
ROCKWOOL DUST, BUT CONCURRENT EXPOSURE TO OTHER CONSTRUCTION
MATERIALS AND GENERAL DUSTS WILL ALSO BE LIKELY. USERS OF THIS PRODUCT
ARE THEREFORE ADVISED TO CONSIDER THESE OTHER EXPOSURES WHEN
HANDLING, INSTALLING OR REMOVING BONDED ROCKWOOL INSULAITON.

HEALTH EFFECTS

ACUTE: THE KNOWN HEALTH EFFECTS OF BONDED ROCKWOOL
INSULATION DURING HANDLING INSTALLING OR REMOVING ARE
THOSE OF IRRITATION DUE TO EXPOSURE TO COARSE DUSTS
( FIBERS AND PARTICLES) GREATER THAN 4.0 MICRON DIAMETER.

SWALLOWED: UNLIKELY UNDER NORMAL CONDITIONS OF USE, BUT WOULD
RESULT IN IRRITATION OF THE LIPS, MOUTH AND STOMACH.

EYE: ROCKWOOL DUST MAY IRRITATE THE EYES AND CAUSE WATERING
AND REDNESS.
SKIN: HANDLING BONDED ROCKWOOL AND ITS DUST MAY IRRITATE THE

SKIN RESULTING IN ITCHING AND OCCASIONALLY A RED RASH. THE
RASH IS NOT ALLERGIC AND USUALLY DOES NOT LAST LONG.

INHALED: ROCKWOOL DUST THAT ARISES DURING HANDLING
INSTALLATION OR REMOVAL MAY CAUSE IRRITATTION OF THE NOSE,
THROAT AND LUNGS, ESPECIALLY IN THOSE SUFFERING FROM
UPPER RESPIRATORY OR CHEST COMPLAINTS SUCH AS HAY FEVER
ASTHMA OR BRONCHITIS.

CHRONIC: SOME PEOPLE, PARTICULARLY WHEN WORKING IN HOT
CONDITIONS WITHOUT SKIN PROTECTION OR WITHOUT ADEQUATE
WASHING, MAY DEVELOP A PERSISTENT SKIN RASH.



FIRST AID

SWALLOWED: RINSE THE LIPS AND MOUTH WITH WATER, GIVE WATER TO

EYE:

SKIN:

INHALED:

DRINK, AND SEEK MEDICAL ATTENTION.
FLUSH WITH FLOWING WATER FOR AT LEAST 15 MINUTES, AND IF
SYMPTOMS/IRRITATION PERSIST SEEK MEDICAL ATTENTION.
WASH THOROUGHLY WITH SOAP AND RUNNING WATER AND, IF
SYMPTOMS, SEEK MEDICAL ATTENTION.

REMOVE TO FRESH AIR.

FIRST AID FACILITIES:
ADVICE TO DOCTOR: TREAT SYMPTOMATICALLY.

PRECAUTIONS FOR USE

ENGINEERING CONTROLS:

(A) WORK PRACTICES SHOULD MINIMIZE THE RELEASE OF
EXPOSURE TO, FIBERS AND /OR DUST.

(B) PACKING AND TRANSPORT OF MATERIALS SHOULD BE DONE SO AS
TO MINIMIZE THE RELEASE OF FIBERS AND/OR DUST.

(C) WHERE POSSIBLE, ROCKWOOL MATERIALS SHOULD BE ORDERED IN
A FORM AND SHAPE WHICH REQUIRES AN MINIMUM OF CUTTING
AND HANDLING ON A SITE.

(D) CORRECT TOOLS SHOULD BE USED FOR THE TASK. WHERE
REQUIRED. MANUAL TOOLS SHOULD BE USED TO TRIM OR CUT
ROCKWOOL MATERIALS. IF POWER TOOLS ARE USED, THESE
SHOULD BE FITTED WITH EXHAUST EXTRACTION AT THE POINT OF
DUST GENERATION, OR OTHER EFFECTIVE LOCAL EXHAUST
VENTILATION SUPPLIED.

(E) ROCKWOOL MATERIALS SHOULD BE STORED IN LOW TRAFFIC
AREAS, AND IN INTACT CONTAINERS OR UNDER SHEET COVERS.

(F) WORK AREAS SHOULD BE CLEANED REGULARLY TO REMOVE ANY
BUILD UP OF FIBERS AND/OR DUST. VISIBLE WASTE MATERIALS
SHOULD BE REMOVED PROMPTLY TO AVOID BEING TRAMPLED AND
SPREAD ABOUT.

(G) CLEANING SHOULD BE BY AN INDUSTRIAL VACUUM CLEANER
FITTED WITH A HIGH EFFICIENCY PARTICULAR AIR ( HEPA) FILTER,
BUT WET MOPPING AND WIPING IS ACCEPTABLE IF VACUUMING IS
NOT WORKABLE.

(H) WASTE SHOULD BE PLACED IN PLASTIC BAGS OR OTHER
CONTAINERS WHICH PREVENT FIBER AND/OR DUST EMISSION, AND
DISPOSED OF IN ACCORDANCE WITH THE REQUIREMENTS OF THE
LOCAL WASTE DISPOSAL AUTHORITY.

(I) DESIGNATION OR WORK AREAS USING ROPES ( OF SIMILAR
BARRIERS) AND APPROPRIATE SIGNS SHOULD BE UTILIZED, WHERE
WORKABLE, FOR ALL OVERHEAD WORK INVOLVING ROCKOWOL.
WHERE WORKABLE, EMPLOYEES NOT ENGAGED IN ROCKWOOL
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WORK SHOULD NOT BE WITHIN 3 METERS OF THE ROCKWOOL

WORK AREA.

AN EXAMPLE OF AN APPROPRIATE SIGN IS AS FOLLOWS:
ROCKWOOL WORK AREA

FOLLOW SAFETY INSTRUCTIONS

PERSONAL PROTECTION: LOOSE COMFORTABLE CLOTHING SHOULD BE WORN.
DIRECT SKIN CONTACT SHOULD BE AVOIDED BY WEARING LONG
SLEEVED SHIRTS AND LONG TROUSERS, A CAP OR HAT, AND
GLOVES.
PEOPLE WORKING WITH ROCKWOOL SHOULD WASH THEIR SKIN
WITH SOAP AND WATER AT THE END OF THE WORK SHIFT AND AT
ALL WORK BREAKS.
WORK CLOTHES SHOULD BE WASHED REGULARLY AND
SEPARATELY FROM OTHER CLOTHES.

EYE PROTECTION: VENTILATED NON-FOGGING DUST RESISTANT GOGGLES
SHOULD BE WORN WHEN HANDLING ROCKWOOL OVERHEAD OR
IN ENCLOSED OR POORLY VENTILATED AREAS SUCH AS CEILING
SPACES.

RESPIRATORY PROTECTION: AN APPROVED PARTICULATE RESPIRATOR MUST BE
WORN DURING ALL WORK IN ENCLOSED OR POORLY VENTILATED
AREAS SUCH AS CEILING SPACES, WHERE EVIDENCE SUGGESTS
THAT RESPIRABLE FIBER LEVELS MAY EXCEED THE EXPOSURE
STANDARD, OR WHENEVER DESIRED.
RESPIRATORS MUST BE CORRECTLY FITTED, MAINTAINED IN
GOOD CONDITION, AND KEPT IN CLEAN STORAGE WHEN NOT IN
USE. REPLACEABLE FILTERS AND CARTRIDGES MUST BE
REPLACED REGULARLY IN ACCORDANCE WITH THE
MANUFACTURERS” GUIDELINES.
ADEQUATE WASHING FACILITIES SHOULD BE AVAILABLE ON SITE
TO WASH, AND TO TREAT BOTH SKIN AND EYE IRRITATION.
GENERAL HAND WASHING FACILITIES SHOULD BE KEPT FREE OF
ANY FIBERS AND/OR DUST AS FAR AS IS WORKABLE.

FLAMMABILITY: CERAMIC FIBER INSULATION IS NON-FLAMMABLE, BUT THE
PLASTIC WRAPPING, RESIN BINDER AND SOME FACINGS ( E.G
CALICO) MAY DECOMPOSE, SMOULDER OR BURN IN A FIRE OR
WHEN HEATED ABOVE 300 DEGREES CELSIUS. AVOID A BUILD UP
OF DUST AND KEEP ALL STORAGE AND WORK AREAS WELL
VENTILATED.
ROCKWOOL INSULAITON HAS A 4 ZERO FIRE RATING WHEN
SUBJECTED TO EARLY FIRE HAZARD TESTS.
HEAT EVOLVED INDEX ( RATING 0-10) 0
SMOKE DEVELOPED INDEX ( RATING 0-10) 0
SPREAD OF FLAME INDEX ( RATING 0-10) 0
IGNITABILITY INDEX ( RATING 0-20) 0






