
Ceramic Fiber Back-lining Board
By adding a small amount of high-purity alumina silicate fiber binders, CCEWOOL ®

Ceramic Fiber Board is made through automation control and continuous production

process, with a host of features such as precise size, good flatness, high strength,

lightweight, excellent thermal shock resistance and anti-stripping, which can be widely

used for insulation in the linings around and at the bottom of kilns, as well as ceramic

kilns fire position, craft glass mold and other positions.
.
Characteristics:
Low heat capacity, low thermal conductivity;
High compressive strength;
Non-brittle material, good elasticity;
Accurate sizes and good flatness
Easily molded or cut, easy to install
Continuous production, even fiber distribution and stable performance;
Excellent thermal stability and thermal shock resistance;

Typical Application:

Cement and construction materials: furnace back thermal insulation lining.
Ceramics industry: lightweight kiln car structure and the furnace hot face lining,
separation and fire position for all kiln temperature zones;
Petrochemical industry: as high-temperature furnace hot surface lining material;
Glass industry: As furnace hearth back insulation lining, burner blocks;
Hot surface refractories, heavy refractory back linings, expansion joints.
Firebrick back lining for tundish, slot cover and aluminum plant electrolytic reduction
cell;
All heat treatment furnace lining, expansion joints, backing insulation, thermal insulation
and mold insulation, steel mill ladle, tundish, ladle and refined ladle back linings;



Technical Data:

Types(°C) 1050 1260

Permanent Change on
Heating

950℃x24h<=-2.5 1050℃x24h<=-2

W/(m·k)(12
8kg/m3)
Theoretic

Heat
Conductive
Co-efficient

heat transfer
800℃

<=0.116 ----

heat transfer
1000℃

----- <=0.135

Compression Strength (MPa) >=0.1 >=0.25
Theoretical density

(kg/m3)
220 260

Water content % <=1
Organic content % <=8
Typical size 1200x600x25mm; 1200x600x50mm
Package Carton box or pallets

Specifications:

Categories Typical Size Ceramic Fiber back-lining Board.

（kg/m3）Density 220kg/m3 to 260kg/m3

Common
Size（mm） L x W 1200x1000;1200x600;1000X1000;1000X600;

900x600; 600x300

Thickness 10-80

Packing Inner Plastic Bag + Outer pallet or Carton
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